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(f) If your new or reconstructed affected 
source commenced construction or recon-
struction after June 4, 2010, you must dem-
onstrate initial compliance with the emis-
sion limits no later than November 16, 2011 
or within 180 days after startup of the 
source, whichever is later. If you are dem-
onstrating compliance with an emission 
limit in Table 12 to this subpart that is less 
stringent than (that is, higher than) the ap-
plicable emission limit in Table 1 to this 
subpart, you must demonstrate compliance 
with the applicable emission limit in Table 1 
no later than September 17, 2014. 

(g) For affected sources that ceased burn-
ing solid waste consistent with § 63.7495(e) 
and for which your initial compliance date 
has passed, you must demonstrate compli-
ance within 60 days of the effective date of 
the waste-to-fuel switch. If you have not 
conducted your compliance demonstration 
for this subpart within the previous 12 
months, you must complete all compliance 
demonstrations for this subpart before you 
commence or recommence combustion of 
solid waste. 

§ 63.7515 When must I conduct subsequent 
performance tests, fuel analyses, or tune- 
ups? 

(a) You must conduct all applicable per-
formance tests according to § 63.7520 on an 
annual basis, except those for dioxin/furan 
emissions, unless you follow the require-
ments listed in paragraphs (b) through (e) of 
this section. Annual performance tests must 
be completed no more than 13 months after 
the previous performance test, unless you 
follow the requirements listed in paragraphs 
(b) through (e) of this section. Annual per-
formance testing for dioxin/furan emissions 
is not required after the initial compliance 
demonstration. 

(b) You can conduct performance tests less 
often for a given pollutant if your perform-
ance tests for the pollutant for at least 2 
consecutive years show that your emissions 
are at or below 75 percent of the emission 
limit, and if there are no changes in the op-
eration of the affected source or air pollution 
control equipment that could increase emis-
sions. In this case, you do not have to con-
duct a performance test for that pollutant 
for the next 2 years. You must conduct a per-
formance test during the third year and no 
more than 37 months after the previous per-
formance test. If you elect to demonstrate 
compliance using emission averaging under 
§ 63.7522, you must continue to conduct per-
formance tests annually. 

(c) If your boiler or process heater con-
tinues to meet the emission limit for the pol-
lutant, you may choose to conduct perform-
ance tests for the pollutant every third year 
if your emissions are at or below 75 percent 
of the emission limit, and if there are no 
changes in the operation of the affected 

source or air pollution control equipment 
that could increase emissions, but each such 
performance test must be conducted no more 
than 37 months after the previous perform-
ance test. If you elect to demonstrate com-
pliance using emission averaging under 
§ 63.7522, you must continue to conduct per-
formance tests annually. The requirement to 
test at maximum chloride input level is 
waived unless the stack test is conducted for 
HCl. The requirement to test at maximum 
Hg input level is waived unless the stack test 
is conducted for Hg. 

(d) If a performance test shows emissions 
exceeded 75 percent of the emission limit for 
a pollutant, you must conduct annual per-
formance tests for that pollutant until all 
performance tests over a consecutive 2-year 
period show compliance. 

(e) If you are required to meet an applica-
ble tune-up work practice standard, you 
must conduct an annual or biennial perform-
ance tune-up according to § 63.7540(a)(10) and 
(a)(11), respectively. Each annual tune-up 
specified in § 63.7540(a)(10) must be no more 
than 13 months after the previous tune-up. 
Each biennial tune-up specified in 
§ 63.7540(a)(11) must be conducted no more 
than 25 months after the previous tune-up. 

(f) If you demonstrate compliance with the 
mercury or hydrogen chloride based on fuel 
analysis, you must conduct a monthly fuel 
analysis according to § 63.7521 for each type 
of fuel burned that is subject to an emission 
limit in Table 1, 2, or 12 of this subpart. If 
you burn a new type of fuel, you must con-
duct a fuel analysis before burning the new 
type of fuel in your boiler or process heater. 
You must still meet all applicable contin-
uous compliance requirements in § 63.7540. If 
12 consecutive monthly fuel analyses dem-
onstrate compliance, you may request de-
creased fuel analysis frequency by applying 
to the EPA Administrator for approval of al-
ternative monitoring under § 63.8(f). 

(g) You must report the results of perform-
ance tests and the associated initial fuel 
analyses within 90 days after the completion 
of the performance tests. This report must 
also verify that the operating limits for your 
affected source have not changed or provide 
documentation of revised operating param-
eters established according to § 63.7530 and 
Table 7 to this subpart, as applicable. The re-
ports for all subsequent performance tests 
must include all applicable information re-
quired in § 63.7550. 

§ 63.7520 What stack tests and procedures 
must I use? 

(a) You must conduct all performance tests 
according to § 63.7(c), (d), (f), and (h). You 
must also develop a site-specific stack test 
plan according to the requirements in 
§ 63.7(c). You shall conduct all performance 
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